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MAKE—-BEFORE—-BREAK

SPDT

SPECIFICATIONS:

MATERIALS:

BASE, NYLON 66 UL94V—-0, 25% GF—BLACK
COVER, POLYACETAL UL94-—HB, 25% GF—BLACK
ACTUATOR, POLYACETAL, UL94—HB, BLACK
MOVING CONTACT, COPPER ALLOY—-SILVER FINISH

FIXED CONTACT/TERMINAL, COPPER ALLOY—SILVER FINISH

ELECTRICAL:

CONTACT RATING, 100MA@30VDC

INITIAL CONTACT RESISTANCE, 30 MILLIOHMS MAX
INSULATION RESISTANCE, 100 MEGOHM MIN.
DIELECTRIC STRENGTH, 500 V AC FOR 1 MINUTE

MECHANICAL:
ACTUATION FORCE, 200 +/—150 GRAMS

ACTUATION TRAVEL, 2.50[.098]
LIFE EXPECTANCY, 10,000 CYCLES

ENVIRONMENTAL:

OPERATING TEMPERATURE, —20 TO +60 DEGREES C

STORAGE TEMPERATURE, =20 TO +60 DEGREES

SOLDERABILITY, PER EIA—=364—-52, CLASS 2, CATEGORY 1, 95% MINIMUM COVERAGE
RESISTANCE TO SOLDER HEAT PER 109-202, CONDITION B

1. ALL MATERIALS AND FINISHES SHALL COMPLY WITH EU DIRECTIVE 2002/95/EC OF

27JAN2003 (ROHS)
ANTI SOLDER WICK SEAL AT TERMINAL TO BASE INTERFACE
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