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Test voltage (kV rms) Contact-contact:  1.5 
Air clearance min. (mm) or Creepage distance min. (mm):  0.75 

SUMMARY
# Wires

TECHNICAL DETAILS

Low

Mechanics

8

Shell Style/Model

High

Keying

0

Housing Material

Coax

Cable Fixing

0

Variant

Triax

XR*: Free socket, key (N) or keys (P, S and T), with grey cable collet

0

3 key (alpha=30, plug: male contacts, receptacle: female contacts)

Fiber 0

�: 5.3 - 6.5 mm

Quad

GZ : Gray collet nut for bend relief

0

Performance

Fluidic

Configuration

0

Insulator

Series

M08 : 8 Low Voltage

Termination type

L: PEEK

IP rating

Rated Current

Cable Ø

Specifications

Female solder

50

Others

5.30 - 6.50 mm

F ret (average): 130 N 
Working temperature: -50 deg C to + 170 deg C 
IP Rating: 50 

Download

Request a quote

Catalog

Matching parts xxx

Property of LEMO SA. All rights reserved 
This document is not contractual 1/2

http://intra.lemo.ch/it_leads_portal?intra=0&req=Quotes%20request&itemps=WFJOLk0wOC5HTEwuNkda
http://intra.lemo.com/catalog/ROW/UK_English/XP_series_medical_en.pdf


DRAWINGS

A L

mm. 15.7 46.7

in. 0.62 1.84
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Cables

26.308.PVB.63N.02

BELDEN 9421

  
  

Tools

Dimensions

Crimp Tool: DPC.91.701.V

PVC

PVC

Draws

Black

Grey
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