
BOX - INSIDE

ASSEMBLY
SECTION A-A

LID - INSIDE

SECTION B-B

SECTION C-C 1590Z135
1590Z135BK
1590Z135GY

NOTES

Cover screws should be torqued to 5-7.5 lbf.in (50-75 cN.m)

1590Z135
PART NUMBERS

Purchased assembly includes enclosure, M4x30 lid screws and
M4x6 ground screws.
Gasket - Preformed Silicone Rubber

Basic Enclosure
Black Enclosure

Grey Enclosure - RAL7001 Gloss
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1590Z135

File #E65324
NEMA 4, 4X

163.00 mm
[6.417 in]

70.76 mm
[2.786 in]

52.00 mm
[2.047 in]

149.93 mm
[5.903 in]

165.76 mm
[6.526 in]

46.93 mm
[1.847 in]

16.00 mm
[0.630 in]

R5.97 mm
[0.235 in]

4X

n4.40 mm THRU
v n8.00 mm x 32.00 mm
2X
(MOUNTING HOLES)

80.00 mm
[3.150 in]

175.00 mm
[6.890 in]

60.00 mm
[2.362 in]

20.00 mm
[0.787 in]

53.00 mm
[2.087 in] 68.00 mm

[2.677 in]

163.00 mm
[6.417 in]

44.03 mm
[1.733 in]

147.01 mm
[5.788 in]

R8.00 mm
[0.315 in]

4X

15.99 mm
[0.629 in]

Captive lid screws

8.00 mm
[0.315 in]

Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Contact Factory mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES.

8.00 mm
[0.315 in]

7.83 mm
[0.308 in]

10.00 mm
[0.394 in]

4.00 mm
[0.157 in]


