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RECOMMEND PANEL MOUNTING

Parts List

DESCRIPTIONPART NUMBERQTYITEM

LAKOAV11F06062111

P16 PLASTIC TERM. PROTECTORF05160112

24V AC/DC LED REDF05042313

25MM RINGF05170214

25MM RED LENSF06025515

39.00`.50

1.535`.020 in[ ]

27.7
[1.09 in]

27.00
[1.063 in]

27.00
[1.063 in]

22.00n - .00
.05+

.866 - .000
.002+  in[ ]

A 19744 RELEASED FOR PRODUCTION 3/9/11 BGL

NOTES:
  1.  ALL DIMENSIONS IN MM [INCH].
  2.  GENERAL TOLERANCE: 0.0=`0.4
                                      0.00=`0.25
  3.  TERM. NOS. FOR REF. ONLY.
  4.  RATING: 5A @250VAC
                   8A @125VAC
                   2A @250VDC
                   6A @24VDC
  5.  ELECTRIC LIFE: 50,000 MAKE-OR-BREAK CYCLES AT FULL LOAD.
  6.  INSULATION: 1,000 M
  7.  DIELETRIC STRENGTH: 1,500V FOR 1 MIN
  8.  OPERATING TEMP: -25~C TO 55~C
  9.  LENS COLOR: RED
 10. LAMP VOLTAGE: 24V AC or DC 
 11. PANEL THICKNESS: 4 mm MAX.
 12. DEGREE OF PROTECTION: IP65
 13. 2002/95/EC (ROHS) COMPLIANT
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