
LID - VIEW FROM INSIDE
 

ASSEMBLY - VIEW FROM TOP
 

SECTION  B-B
 

SECTION  A-A
 

BOX - VIEW FROM THE INSIDE
 

SECTION C-C

1590Z164
1590Z164BK
1590Z164GY

1590Z164PL
ACCESSORIES

Inner Panel

Basic Enclosure
Black Enclosure

Grey Enclosure - RAL7001 Gloss

NOTES

Cover screws should be torqued to 5-7.5 lbf.in (50-75 cN.m)

1590Z164
PART NUMBERS

Purchased assembly includes enclosure, M4x25 lid screws and 
M4x6 ground screws.

Gasket - Preformed Silicone Rubber
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1590Z164

File #E65324
NEMA 4, 4X

(SOLD SEPARATELY)

346.51 mm
[13.642 in]

R14.78 mm
[0.582 in]

53.55 mm
[2.108 in]

323.20 mm
[12.725 in]

103.45 mm
[4.073 in]

361.44 mm
[14.230 in]

119.81 mm
[4.717 in]

20.02 mm
[0.788 in]

80.62 mm
[3.174 in]

9.63 mm
[0.379 in]

CAPTIVE LID SCREWS

349.32 mm
[13.753 in]

322.31 mm
[12.689 in]

107.35 mm
[4.226 in]

83.77 mm
[3.298 in]

64.25 mm
[2.530 in]

M6x1 - 6H   6X

Enclosures can be Factory Modified ( Milling, Drilling, Printing etc. )
Contact Factory       mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES.

13.595 in
[345.31 mm]

12.711 in
[322.86 mm]

13.236 in
[336.19 mm]

4.082 in
[103.68 mm]

2.377 in
[60.39 mm]

2.054 in
[52.17 mm]

R0.445 in
[11.30 mm]

n0.257 in
[6.53 mm]

2.872 in
[72.95 mm]

12.869 in
[326.88 mm]

13.613 in
[345.77 mm] Ø6.35 mm THRU

vØ9.15 mm x 55.42 mm
4X
(MOUNTING HOLES)

0.204 in
[5.18 mm]

0.205 in
[5.21 mm]


