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STAINLESS STEEL PER AMS-5640
BERYLLIUM COPPER PER ASTM B196 ﬁ >/
PTFE PER ASTM D1710 045 X 45°
RP ﬁ——»—.ogo[z.zg]
GOLD PER ASTM B488, TYPE I,
CODE C, CLASS 1.27, OVER NICKEL NOTES:

PER AMS-QQ-N-290, CLASS 1, .00005" MIN.

50 OHMS
DC TO 26.5 GHz
5000 MEGOHMS, MIN.
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1. CENTER PIN, POSTS, AND CONNECTOR PCB MOUNT AREA TO BE
PRE-TINNED USING Sn96 SOLDER.
2. ALL DIMENSIONS APPLY PRIOR TO PRE-TINNING.
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MATERIAL: PER BOM DIMENSIONS ARE IN INCHES TOLERANCES: UNLESS OTHERWISE SPECIFIED "
o . e v | LSS T SV Microwave, Inc.
) X 115 .005 R. MAX. . .
FINISH: PE R BOM £.030 3) CHAM. 1ST & LAST THREADS. 2400 Centrepark West Drive, Suite 100

PROPRIETARY

DECIMAL: .X
XX +.010

4) SURFACE ROUGHNESS 63 v MIL-STD-10.
5) DIA’S ON COMMON CENTERS TO BE CONCENTRIC
WITHIN TIR.
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